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HG-PET022

Special protective conduits

Wire braiding consisting of round braided monofiles with
double crossed looping at the different braiding angles,
Coverage: > 85%, EN 45545-2 (R22;HL2), (R23;HL3)

Temperature: -50°C ... +150°C ^ 175°C 

Material: PET-monofiles, diamete
r 0.22 mm

CHARACTERISTICS:

- Properties: easy pulling in of cables even in case of
long distances

- resistant to abrasion
-  free of silicone | cadmium | halogen
-  resistance of fuel and mineral oils 
- self-extinguishing
- UV resistant

APPLICATIONS:

- Application: cable bundling / machine and plant constructions /
automotive / railway industry / shipbuilding / automation / electrical
installations

FLEXA No. Colour NW Operative range Weight PU 
[mm] [mm] [kg|m] [m]

10239602008 Black 4,0 4-8,0 0,006 200

10239602011 Black 5,0 3-11,0 0,007 200

10239602014 Black 8,0 6-14,0 0,010 150

10239602020 Black 10,0 8-20,0 0,012 150

10239602025 Black 15,0 13-25,0 0,013 100

10239602030 Black 18,0 15-30,0 0,015 100

10239602038 Black 25,0 28-38,0 0,024 100

10239602050 Black 30,0 24,0-50,0 0,034 100

10239602060 Black 36,0 23,0-60,0 0,042 100

10239602080 Black 50,0 34,0-80,0 0,051 50

10239601008 Grey 4,0 4-8,0 0,006 200

10239601011 Grey 5,0 3-11,0 0,007 200

10239601014 Grey 8,0 6-14,0 0,010 150

10239601020 Grey 10,0 8-20,0 0,012 150

10239601025 Grey 15,0 13-25,0 0,013 100

10239601030 Grey 18,0 15-30,0 0,015 100

10239601038 Grey 25,0 28-38,0 0,024 100

10239601050 Grey 30,0 24,0-50,0 0,034 100

10239601060 Grey 36,0 23,0-60,0 0,042 100

10239601080 Grey 50,0 34,0-80,0 0,051 50

Recommendations for any areas of applications, products, or product combinations are issued to the best of FLEXA´s knowledge and experience. The user is requested to check applicability of
FLEXA products to specific applications and purposes prior to the use of the particular products. All documentation, illustrations, and charts published are subject to copyright and must not be
copied, changed, used, or modified. Technical drawings, certificates, authorizations, and results by the FLEXA lab will be provided upon request. FLEXA will not be held liable for typographical or
other errors and incorrect drawings. Technical modifications are subject to change without prior notice.
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